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INTRODUCTION

Suzhou XiXin Medical Instruments Co.,Ltd, located in Suzhou, &
one of the most famous scenic and tourist city in our country,

is incorporated with scientific research, manufacturing and sale.

It was founded in 1996, ever since it has been engaging specially ey INER ORj SN EEErSNERRE
; : : ; . L suzl
in developing, researching and producing of ESWT systems. It o ler’Lf"ll"Aérwg 5‘5.‘,’ I?#;

has the specialists well-experienced in shock wave researching

and relevanthi-tech developing work. In 1997, the company, as —

the partner of University of stuttgart in the scientific cooperation on physical properties of shock wave in ESWL, has developed
a novel generation of the ‘wide focus-low pressure’ ESWL ,The machines have excellent effective rate of fagmentation, proved
by more than seventy hospital’s clinical uses. The report of the firstclinical results has been published on the internationally
famous Journal of UMB, Its new concepts and excellent clinical results have caused extensive attention and interest worldwidely.
The QM System of the company has been assessed and approved to be in conformity with the requirements of ISO9001:2000 and
1SO13485:1996 by the China Quality Certification Center for Medical Device, Registration No:3703Q10032R18S.

COOPERATION

1,Xixin Medtech in International Lithotripsy Forum.
2,Discussing plan of cooperation in America.
3,Experiment on wide focus and low pressure.

4,The characteristics of CS-2012A presenting by Dr. Eisenmenger.






CS-2012A-3 Type L)

XiXin MedTech

Electromagnetic ESWL with X-ray and US Localization Systems

Specifications:
Range of discharge voltage: 7.0—10.5kV

Discharge energy: 50~100J

Focus area cross section D: + 9mm
Specialties: Focus axial extent: 180mm
1,Advanced shock wave generator systems :

Therapy depth: 145mm
In cooperation with Stuttgart University in German, a self-focusing electro- Triggering mode: manual.auto
magnetic shock wave generator systems with Wide Focus and Low Pressure Lifetime of therapy head: 10° times
has been used in the device, lessening energy loss.

Movements of therapy bed: 100mm in X axle
2,Acurate Binary Localization:

With x-ray and ultrasound divices,localization becomes easier. 100mm in Y axle
3,Longer therapy depth: 140mm in Z axle
With a 145mm therapy depth the treatment of the fat patients becomes more

convenient. an

4,Wider focus:

A wider focus(18x180mm, 30.5 cu mm)!covers greater stone and fragments i
and makes the breakage more efficient.

5,Lower negative pressure:

As the negative pressure less SMPa,one can feel less pain or even painless.
6,Vortex degassing and cooling system:

With the system reducing the hot, the device becomes more durable.




Specialties:

1,Advanced shock wave generator systems :
In cooperation with Stuttgart University in German,

a self-focusing electromagnetic shock wave generator

XX-Es Electromagnetic E

e

Specifications:

Range of discharge voltage

Rotation of US system:

Lateral Diameter of focus area:
Therapy depth:

Triggering mode:

Lifetime of therapy head:
Movements of therapy bed:

systems with Wide Focus and Low Pressure has been used in the device, lessening energy loss.

2,Acurate US Localization:

With a suspended head,localization becomes easier and more accurate on account of rotatable US

localization system around the head.
3,Longer therapy depth:
With a 145mm therapy depth .the treatment of the fat patients becomes more convenient.

4,Wide focus and Low pressure:

A wider focus(18x180mm, 30.5 cu mm)!lcovers greater stone and fragments and makes the break-

age more efficient. And the negative pressure less 5MPa.one can feel less pain or even painless.

5,Vortex degassing and cooling system:

With the system reducing the hot, the device becomes more durable.

. 7.0—10.5kV
360°

+ 9mm

145mm
manual,auto

10° times
100mm in X axle
100mm in Y axle

140mm in Z axle
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